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Chameleon Acoustic Canvas

Consultations and brainstorming sessions are allowed to be energetic. During this, 

the acoustics can determine the atmosphere. Therefore, Chameleon has developed a 

whiteboard wall that encourages collaboration, whilst ensuring a pleasant acoustic 

experience. Chameleon Acoustic Canvas has the highest sound absorption capacity, 

eliminating any unwanted reverberations. 

WRITING in silence



On the front, the frame is covered with a recycled decorative textile that can 
have any full-colour print you desire on it. There are no size limitations for 
the fabric either, which means that virtually any wall can be covered with 
Chameleon Acoustic Canvas. Other textiles are possible upon request.  

The exterior

Soundproofing

The frame is then filled with sound-absorbing cotton wool. This circular product con-
sists of 90% recycled textile fibre, obtained from clothing that can no longer be used 
as such. The cotton wool we use:

- Is certified to be very fire resistant (class B)
- Has a high density of 45kg/m3 and is 45mm thick
- Falls into acoustics class A with an Aw value of 0.95

Acoustic Canvas has with a sturdy frame made of matt anodised 
aluminium. The frame is 5 cm thick, measured from the wall, 
and has no height or width restrictions. 

Stability



Recessed enamel whiteboard
With our standard mounting, the surface of 

a Chameleon frameless whiteboard is placed 

25mm from the wall. This means that the 

whiteboard surface will be 25 mm deeper than 

the Acoustic Canvas frame. 

Writing in silence

The combination of the acoustics canvas and the Chameleon whiteboard is what 
makes this solution truly unique. By supplying both products in one project, we can 
ensure a precise finish and a perfect assembly. This partly includes custom work as 
the possibilities can be tailored to your every needs. 

Article number: 16006.996

Our assembly team is happy to take the structure’s 
assembly off your hands.

Aligned enamel whiteboard
Chameleon offers the possibility to align the 

enamel whiteboard surface with the frame, 

both placed 50mm from the wall. As a result, 

the writing surface will be aligned with the 

Acoustic Canvas printed textile surface. If the 

side of the structure is visible, it can be fin-

ished with the same anodised profile as the 

Acoustic Canvas. This way, the whiteboard will 

be placed within the same profile. 

- Acoustics value of Aw 0.95
- No size limitations
- Custom print or wide choice of standard options   
 out of our image library
- The textile wool and decorative textile are 
 circular
- In combination with Chameleon frameless    
 whiteboards
- Speedy delivery of only a few weeks
- We are happy to take the assembly work off  
  your hands
- Article number: 16006.996

All the benefits at a glance
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